
Product Description
FibreFlex® Sound Blanket (FSB) are acoustic insulation products made from 100% polyester, specifically 
designed to increase the acoustic performance of wall and ceiling systems in commercial and office fit outs. 
FibreFlex® FSB also helps increase thermal performance between internal rooms and ceilings.

Application
FibreFlex® FSB insulation is sound blanket designed for commercial applications and provides effective acoustic performance when used in 
plasterboard partition walls and suspended ceiling applications. 

FibreFlex® FSB insulation will assist in meeting minimum performance ratings required by the National Construction Code for inter-tenancy 
walls and floor-ceiling construction. Specific acoustic applications and requirements may require specialist design considerations.
Further, when installed correctly the polyester insulation increases energy efficiency in the building, reducing greenhouse gas emissions and 
lowering energy bills, along with minimising sound transfer and achieving quieter spaces in your building. 

Easy to install and available in convenient roll sizes to suit partition wall applications and ceiling applications.

Key Benefits
4	 Reduce sound transmission between rooms and minimise reverberation.

4	� Enhance building comfort and lower energy costs.

4	� Non Toxic, Non Irritant & Odourless.

4	� Recycled Polyester Fibre.

4	� Manufactured in Australia.

FibreFle ®

FibreFlex® FSB 
Acoustic Partition & Ceiling Insulation

Polyester Insulation
	� Premium polyester partition wall and 

ceiling insulation for acoustic 
applications

	 • Acoustic performance
	 • Low allergenic
	 • Easy to install
	 • Recycled Polyester Fibre

Acoustic Performance
System	 FSB2	 FSB3	 FSB4	 FSB5

1 x layer of 13mm standard plasterboard 
each side of a 64mm steel stud	 Rw 41	 Rw 41	 Rw 42	 Rw 43 
partition wall.

1 x layer of 13mm fire rated plasterboard 
each side of a 64mm steel stud	 Rw 44	 Rw 44	 Rw 44	 Rw 45 
partition wall.
*Acoustic performance based on testing data, predictions and expert opinions
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Summary of Testing Results 
Ignitability	 AS/NZS 1530.3	 0

Spread Of Flame	 AS/NZS 1530.3	 0

Heat Evolved	 AS/NZS 1530.3	 0

Smoke Developed	 AS/NZS 1530.3	 0-3

Specification Notes
When specifying, state the following: 
Product Name: FibreFlex® FSB _____ (specify FSB Value and Thickness). 
The insulation to be installed shall be FibreFlex® FSB and shall be installed in accordance with the manufacturer's requirements. The 
product must have the following properties: 
4	� Composition: Polyester 	 4	 Fire Test: AS/NZS 1530.3
4	 Country of Manufacture: Australia	 4	 Environmental: Manufactured with recycled content
4	 Health & Safety: Non Toxic, Non Irritant & Odourless	 4	 Allergens: Low Allergenic

Storage and Handling
Store this product undercover in a clean, dry place in the pack provided. Prior to and during installation this product must be kept dry.
Product must be used in applications where it is shielded from direct sunlight, water, and wind pressure during and after installation.

FibreFlex® FSB	 Product Code: FSB

Installation Advice
FibreFlex® FSB products are compression-packed to reduce transportation costs and to simplify on-site storage and handling.  
Before use, open the packs to allow the insulation to regain its loft. Depending on conditions, the product may take some time to recover 
to it's nominal thickness, however installing the product below this thickness does not compromise long-term acoustic performance, as 
the products recover in-situ over time.

Install acoustic insulation without gaps. Insulation can be torn by hand across the roll’s width for length adjustments, or cut using sharp 
scissors or shears. Offcuts can be repurposed to fill corners, gaps or crevices, ensuring no material is wasted. For wall applications, place 
the insulation between wall studs or furring channels before installing plasterboard. If needed, lightly staple or tape the insulation to hold 
it in place.

FibreFlex® FSB products are also designed for reducing reverberation in ceiling applications, and can also be installed as an acoustic ceiling 
overlay to reduce sound transfer between rooms and spaces when used behind perforated or panel systems. Performance depends on the 
ceiling system design and installation. For design guidance and further information, please contact us.

Product Specifications & Thermal Performance
FibreFlex® FSB

	 Product		  Thickness		  R Value

	 FSB2	 	 50mm	 	 R0.80*

	 FSB3	 	 65mm	 	 R1.00*

	 FSB4	 	 75mm	 	 R1.20*

	 FSB5	 	 85mm	 	 R1.40*

	 FSB6	 	 100mm	 	 R1.70*
	  				    *Calculated Value
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